MOHAWK 800 SERIES MOBILE COLUMN LIFTS

14,000 & 18,000 LB. CAPACITY PER COLUMN

BUY ONCE. BUY RIGHT.
BUY A MOHAWK.
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Mohawk’s mobile
jack stands are
equipped with large

castors for easy
movement

Cab-Off Adapter

Americas Best Lift Investment
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MOHAWK 800 SERIES MOBILE COLUMN LIFTS

14,000 & 18,000 LB. CAPACITY PER COLUMN

DESIGN FEATURES & BENEFITS

e All columns operate together, individually or can be
divided into multiple pairs (2, 4, 6 or 8), with capacities of
56,000 or 72,000 Lb for sets of 4.

e Wireless system operates on broad range of channels to
limit interference, with multiple frequencies.

e Visual indicator lights show real-time charge level status.

e Utilizes 24 volt operation with built-in 110 volt charging
system.

e 69" lifting height in Standard Mode & 32" with two
columns in Wheel-Lift mode.

* Hydraulic operation (no screw drives) for safe, efficient,
low maintenance, fast & easy lifting.

¢ Available adapters include 18,000 lb capacity front-to-
rear adapter and 15,000 lb capacity forklift adapter.

¢ Adjustable lifting forks accommodate rims from 5”
to 24.5".

¢ Adjustable forks means no wheel reducer sleeves to
buy, lose or slip off.

¢ Positive grip ensures carriage forks stay in place
when engaged.

¢ L ow profile fork angle for easy positioning of
columns, especially for floatation tires.

AVAILABLE UNDER DISCOUNTED GOVERNMENT
CONTRACT IN ALL 50 STATES

MOHAWK LIFTS

Mohawk Lifts, LLC.
P.0. Box 110

65 Vrooman Ave @equa]is NASPO .
Amsterdam, NY 12010 GROUP A ValuePoint
(800) 833-2006

(518) 842-1431

FAX: (518) 842-1289
www.mohawklifts.com

([eRY\ Contract Holder

Contract # GS-07F-207AA

Sourcewell 22

Awarded Contract

MECHANICAL LOCK LADDER - :

Safety latch rack engages locks
every 2.5” for technicians to

set vehicle at optimal working
height.
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Control from any column

on 10" touchscreen, with
standard diagnostic and
browsing capabilities for
quick vehicle troubleshooting.

Retractable design means non-load bearing wheels :
& more steel on the floor for greater stability :

Note Competitors Fixed Front
Wheels, which are load bearing,
and minimal contact between lifts
baseplate and floor.

* Specifications subject to change without notice REV 10/21



