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Mohawk MP-18 Specifications
MP-18 15” Forks MP-18 22” Forks 

Capacity: 
Capacity per post 18,000 lbs. 16,000 lbs.

Lifting speed: 66 sec. 66 sec.

Motor rating (per column): 2.5 H.P. 2.5 H.P.

Standard power  208/240 V or optional 440/480 V 3 phase 
requirement: (single phase option available) 

OR 24 volt DC operations 

Amperage requirement: 10 AMPS (per post AC only)

Lifting height (stroke): 67” 67”

Lifting mechanism: Direct drive hydraulic cylinders

Cylinder protection: Full steel enclosure

Clearance between  9 1/8” 8 7/8” 
carriage & vehicle: 

Carriage movement: Double sealed roller bearings

Synchronization: PLC controlled (Programmable Logic Control) 
keeps all columns synchronized

Lifting forks range: 13” to 24” wheels (wider optional)

Lifting fork height/angle: 3 1/2” and 28º 4 1/2” and 40º

Maximum tire diameter: 48” or 53” Wide Columns

Front wheels: 6” with sealed roller bearings at center

Steering system: Pallet jack mechanisim,  
handle & pressure relief valve

Mechanical safety locks: 19 positions starting at 12”

External hydraulic  Pressure compensated flow control valving
safety systems: & velocity fuses  

Electrical safety systems: Electronic sensors in each column

Floor requirement: Any hard, level surface (3º max floor slope)

Control voltage: 24 volts 24 volts

Warranty: 3 YEARS 

Available Options 
• Mobile jack stands (spring assisted) 
        Model Range Capacity per stand 
JS-3047-20/30/40 30” TO 47”  20,000, 30,000 or 40,000 
JS-4775-20/30/40 47” TO 77” 20,000, 30,000 or 40,000

Mohawk builds the best products with the finest materials, to the highest standards. Just 
compare our lifts. Our staff will assist you with any technical questions you have. We invite 
your calls.

Mohawk lifts are manufactured in compliance with the following standards: 
ALI, ANSI, ASME, AISI, ASTM, ASA, NEC, AWG, NEMA.

MEETS CURRENT NATIONAL ANSI SAFETY CODE FOR LIFTS.

Mohawk Wireless,  
DC Wired & AC Mobile Lifts

www.mohawklifts.com/specs *Specifications subject to change without notice

MOBILE COLUMN LIFTS
18,000, 24,000, 30,000 LBS. PER COLUMN CAPACITIES

s Adjustable lifting forks available in 
either 15” or 22” lengths for flotation 
tires or super-singles to safely lift both 
dual rear tires. The truck was made to 
drive on four rear tires, it should be 
lifted by four rear tires.

Easily  
Adjustable 

Forks

5

s 19 locking positions spaced every 
3”, with ability to ‘park’ the load on the 
mechanical safety locks.

6

3 Retractable 6” 
Wheels

Shown with wider carriages for larger tires.

7

s 24 VOLT DC OPERATED LIFTS - Twin 
12 volt, deep cycle, maintenance free US 
made batteries. Each column equipped 
with a 20 amp, 110 volt battery charger 
for quickly recharging. One battery charge 
is good for 30+ cycles to still leave the 
batteries at 75% power.

Model MP-18 W (Wide)

**Dangerously over-pressurizes  rear 
tire’s maximum load rating

Other Mobile Columns
Short forks on all columns

Front
Axle

Rear
Axle

10 

s Mohawk mobile columns are 
manufactured from 5 3/4” or 7” wide 
USA made fork lift mast sections 
(not bent sheet metal), featuring self 
lubricating cylindrical barrel bearings 
(not plastic rollers) for smooth, safe 
lifting and lowering. 

2 4

F    E    A    T    U     R     E     S
•  18,000, 24,000 or 30,000 lb. capacity columns mean Mohawk lifts vehicles 
other brands won’t.

•  Column construction made of 53⁄4” or 7” USA made shaped fork lift 
channel sections. Mohawk does not use bent sheet metal for structural 
integrity.

•  Carriages ride on barrel bearings for smooth steady lifting. 
No plastic slide blocks or plastic rollers.

•  Larger capacities, wider carriages and custom models available 
•  AC units available in standard 208/240V or optional 440/480V 3 phase 
configurations available (single phase optional). AND VALIDATED

28,000 lb. Capacity 
certified fork lift 

adapter and ramps 
permit two columns 

to be used to raise 
fork lifts. 

AND VALIDATED

Certified 
28,000 lb. Capacity 

Adequate for 14,000 
lb. Fork Lift

9

MP-18 Series 
Accessory  

#MP-2200-A-001

Competitive lifts won’t engage both rear 
tires or their 22” forks reduce capacity 
to 12,000 lbs.

COLUMN COMPARISON
Mohawk Mobile Columns

Extended forks for dual rear tires

Long forks DO NOT over-pressurize 
rear tire’s maximum load rating

Front
Axle

Rear
Axle

PORTABLE, 
POWERFUL & 
PRODUCTIVE
Mohawk MP Series 
Mobile Column Lifts

MOHAWK’S MP-18/24/30 MODELS 
AVAILABLE IN WIRELESS DC, WIRED DC OR WIRED AC
MOHAWK MOBILE LIFTS – THE EASIEST COLUMNS TO MOVE!

s PLC computer controls for continuous 
synchronization of all columns. Touchscreen 
display shows operational status height, locks 
engaged (or not), inspection, cycles, each 
tech’s usage, battery condition and many 
other features.

1

8

•  Low profile fork angle for easy column positioning, especially for  
flotation tires.

•  Mix 15” & 22” fork models to safely raise all vehicles & fully contact  
both dual rear tires.

•  Mix different capacity columns for heavy ended vehicles.
•  Adjustable forks means no wheel reducer sleeves to buy, lose or slip off.

S     A     F     E     T     Y
•  Pallet jack style DUAL STEERING WHEELS lower when weight is applied
(vs. spring-loaded steering wheels which can cause columns to roll when not 
loaded.

•  19 safety lock positions spaced every 3” starting at 12”.
•  Locking pins prevent movement of adjustable lifting forks.
•  Low mounting of power units means low center of gravity, makes moving the 
columns easier vs. topple prone “top heavy” columns.

•  15” lifting forks handle wide tires or 22” long forks for raising BOTH dual rear 
tires (22” forks reduce column capacity by 2,000 lbs.)

Mohawk’s long 22” forks 
engaged both rear tires.

s Mohawk lifts easily roll on 6” rubber 
coated front steel wheels (not plastic) 
which retract, to load the weight 
on the lift & shop floor (not the lifts 
wheels and axle).s Mohawk lifts steer via large 

TWIN, rubber coated steering 
wheels which easily roll over  
expansion seams & shop debris. 
MOHAWK-THE EASIEST 
COLUMNS TO MOVE (no steel or 
plastic wheels).

Technician shown is 6’3”

(shown with optional 
communication cable reels)

22” long forks 
to engage both 

rear tires
15” standard 

forks for 
floatation tires

Notice baseplate contact 
with the floor and 

retractable front wheel

Still proudly designed, welded 
and manufactured in the U.S.A.

Americas Best Lift Investment...

DISTRIBUTED BY:

REV 9/24

Learn how our MP Mobile Column 
Lifts compare to the competition. 
mohawklifts.com/dare2compareMP

D     E     S     I     G     N
•  All columns operate together, individually or can be divided into 
multiple pairs.

•  All columns act as control columns to raise or lower vehicles.
•  67” lifting stroke for tall technicians.
•  Adjustable lifting forks accommodate the widest range of wheels from 13” to 24” 
for up to 48” diameter tires (wider carriages optional for larger tires).

•  Optional Auto Frame adapter available for passenger cars & light trucks.
•  Sealed rollers on the wheels for easy movement of the columns.
•  Hydraulic operation (no screw drives) for safe, efficient, fast & easy lifting.
•  Barrel type roller bearings on carriages for a lifetime of trouble free service (no 
plastic slide blocks or plastic rollers).

•  Manual safety over-ride permits AC columns to be lowered in a power outage 
without using hand cranks.

•  18,000, 24,000 or 30,000 lb. capacity columns.

AND VALIDATED

26,000 lb. Capacity Front 
to Rear Adapters

• Chassis contact lifting beam 
• Winged snow plow adapter
• Longer forks
• Wider carriages
• 460 or 575 volt power units
•  Automotive frame contact adapter

• Single phase power (AC)
• Double wide columns
• 28,000 lb. fork lift adapter kit
• Slope indicator
•  24,000 and 30,000 lb. capacities 

available As the truck was made to travel on all 4 rear 
tires, it should also be lifted by all 4 rear tires

s

Dual rubber 
coated steering 

wheels

TO MEET THE ONE AND ONLY NATIONAL 
SAFETY STANDARD FOR VEHICLE LIFTSAND VALIDATED

Model Shown: MP-18-030

Mohawk Lifts, LLC.
P.O. Box 110
65 Vrooman Ave
Amsterdam, NY 12010
(800) 833-2006
(518) 842-1431
FAX: (518) 842-1289
www.mohawklifts.com

AVAILABLE UNDER DISCOUNTED GOVERNMENT 
CONTRACT IN ALL 50 STATES

AU
TO

M
OTIVE LIFT INSTITU

TE

MEMBER

Contract # 121223-MRL

GS-07F-207AA  
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Mohawk MP-18 Specifications
MP-18 15” Forks MP-18 22” Forks 

Capacity: 
Capacity per post 18,000 lbs. 16,000 lbs.

Lifting speed: 66 sec. 66 sec.

Motor rating (per column): 2.5 H.P. 2.5 H.P.

Standard power  208/240 V or optional 440/480 V 3 phase 
requirement: (single phase option available) 

OR 24 volt DC operations 

Amperage requirement: 10 AMPS (per post AC only)

Lifting height (stroke): 67” 67”

Lifting mechanism: Direct drive hydraulic cylinders

Cylinder protection: Full steel enclosure

Clearance between  9 1/8” 8 7/8” 
carriage & vehicle: 

Carriage movement: Double sealed roller bearings

Synchronization: PLC controlled (Programmable Logic Control) 
keeps all columns synchronized

Lifting forks range: 13” to 24” wheels (wider optional)

Lifting fork height/angle: 3 1/2” and 28º 4 1/2” and 40º

Maximum tire diameter: 48” or 53” Wide Columns

Front wheels: 6” with sealed roller bearings at center

Steering system: Pallet jack mechanisim,  
handle & pressure relief valve

Mechanical safety locks: 19 positions starting at 12”

External hydraulic  Pressure compensated flow control valving
safety systems: & velocity fuses  

Electrical safety systems: Electronic sensors in each column

Floor requirement: Any hard, level surface (3º max floor slope)

Control voltage: 24 volts 24 volts

Warranty: 3 YEARS 

Available Options 
• Mobile jack stands (spring assisted) 
        Model Range Capacity per stand 
JS-3047-20/30/40 30” TO 47”  20,000, 30,000 or 40,000 
JS-4775-20/30/40 47” TO 77” 20,000, 30,000 or 40,000

Mohawk builds the best products with the finest materials, to the highest standards. Just 
compare our lifts. Our staff will assist you with any technical questions you have. We invite 
your calls.

Mohawk lifts are manufactured in compliance with the following standards: 
ALI, ANSI, ASME, AISI, ASTM, ASA, NEC, AWG, NEMA.

MEETS CURRENT NATIONAL ANSI SAFETY CODE FOR LIFTS.

Mohawk Wireless,  
DC Wired & AC Mobile Lifts

www.mohawklifts.com/specs *Specifications subject to change without notice

MOBILE COLUMN LIFTS
18,000, 24,000, 30,000 LBS. PER COLUMN CAPACITIES

s Adjustable lifting forks available in 
either 15” or 22” lengths for flotation 
tires or super-singles to safely lift both 
dual rear tires. The truck was made to 
drive on four rear tires, it should be 
lifted by four rear tires.

Easily  
Adjustable 

Forks

5

s 19 locking positions spaced every 
3”, with ability to ‘park’ the load on the 
mechanical safety locks.

6

3 Retractable 6” 
Wheels

Shown with wider carriages for larger tires.

7

s 24 VOLT DC OPERATED LIFTS - Twin 
12 volt, deep cycle, maintenance free US 
made batteries. Each column equipped 
with a 20 amp, 110 volt battery charger 
for quickly recharging. One battery charge 
is good for 30+ cycles to still leave the 
batteries at 75% power.

Model MP-18 W (Wide)

**Dangerously over-pressurizes  rear 
tire’s maximum load rating

Other Mobile Columns
Short forks on all columns

Front
Axle

Rear
Axle

10 

s Mohawk mobile columns are 
manufactured from 5 3/4” or 7” wide 
USA made fork lift mast sections 
(not bent sheet metal), featuring self 
lubricating cylindrical barrel bearings 
(not plastic rollers) for smooth, safe 
lifting and lowering. 

2 4

F    E    A    T    U     R     E     S
•  18,000, 24,000 or 30,000 lb. capacity columns mean Mohawk lifts vehicles 
other brands won’t.

•  Column construction made of 53⁄4” or 7” USA made shaped fork lift 
channel sections. Mohawk does not use bent sheet metal for structural 
integrity.

•  Carriages ride on barrel bearings for smooth steady lifting. 
No plastic slide blocks or plastic rollers.

•  Larger capacities, wider carriages and custom models available 
•  AC units available in standard 208/240V or optional 440/480V 3 phase 
configurations available (single phase optional). AND VALIDATED

28,000 lb. Capacity 
certified fork lift 

adapter and ramps 
permit two columns 

to be used to raise 
fork lifts. 

AND VALIDATED

Certified 
28,000 lb. Capacity 

Adequate for 14,000 
lb. Fork Lift

9

MP-18 Series 
Accessory  

#MP-2200-A-001

Competitive lifts won’t engage both rear 
tires or their 22” forks reduce capacity 
to 12,000 lbs.

COLUMN COMPARISON
Mohawk Mobile Columns

Extended forks for dual rear tires

Long forks DO NOT over-pressurize 
 rear tire’s maximum load rating

Front
Axle

Rear
Axle

PORTABLE, 
POWERFUL & 
PRODUCTIVE
Mohawk MP Series 
Mobile Column Lifts

MOHAWK’S MP-18/24/30 MODELS 
AVAILABLE IN WIRELESS DC, WIRED DC OR WIRED AC
MOHAWK MOBILE LIFTS – THE EASIEST COLUMNS TO MOVE!

s  PLC computer controls for continuous 
synchronization of all columns. Touchscreen 
display shows operational status height, locks 
engaged (or not), inspection, cycles, each 
tech’s usage, battery condition and many 
other features.

1

8

•  Low profile fork angle for easy column positioning, especially for
flotation tires.

•  Mix 15” & 22” fork models to safely raise all vehicles & fully contact
both dual rear tires.

•  Mix different capacity columns for heavy ended vehicles.
•  Adjustable forks means no wheel reducer sleeves to buy, lose or slip off.

S     A     F     E     T     Y
•  Pallet jack style DUAL STEERING WHEELS lower when weight is applied
(vs. spring-loaded steering wheels which can cause columns to roll when not
loaded.

•  19 safety lock positions spaced every 3” starting at 12”.
•  Locking pins prevent movement of adjustable lifting forks.
•  Low mounting of power units means low center of gravity, makes moving the
columns easier vs. topple prone “top heavy” columns.

•  15” lifting forks handle wide tires or 22” long forks for raising BOTH dual rear 
tires (22” forks reduce column capacity by 2,000 lbs.)

Mohawk’s long 22” forks 
engaged both rear tires.

s Mohawk lifts easily roll on 6” rubber 
coated front steel wheels (not plastic) 
which retract, to load the weight 
on the lift & shop floor (not the lifts 
wheels and axle).s Mohawk lifts steer via large 

TWIN, rubber coated steering 
wheels which easily roll over  
expansion seams & shop debris. 
MOHAWKTHE EASIEST 
COLUMNS TO MOVE (no steel or 
plastic wheels).

Technician shown is 6’3”

(shown with optional 
communication cable reels)

22” long forks 
to engage both 

rear tires
15” standard 

forks for 
floatation tires

Notice baseplate contact 
with the floor and 

retractable front wheel

Still proudly designed, welded 
and manufactured in the U.S.A.

Americas Best Lift Investment...

DISTRIBUTED BY:

REV 9/24

Learn how our MP Mobile Column 
Lifts compare to the competition. 
mohawklifts.com/dare2compareMP

D     E     S     I     G     N
•  All columns operate together, individually or can be divided into
multiple pairs.

•  All columns act as control columns to raise or lower vehicles.
•  67” lifting stroke for tall technicians.
•  Adjustable lifting forks accommodate the widest range of wheels from 13” to 24”
for up to 48” diameter tires (wider carriages optional for larger tires).

•  Optional Auto Frame adapter available for passenger cars & light trucks.
•  Sealed rollers on the wheels for easy movement of the columns.
•  Hydraulic operation (no screw drives) for safe, efficient, fast & easy lifting.
•  Barrel type roller bearings on carriages for a lifetime of trouble free service (no
plastic slide blocks or plastic rollers).

•  Manual safety over-ride permits AC columns to be lowered in a power outage
without using hand cranks.

•  18,000, 24,000 or 30,000 lb. capacity columns.

AND VALIDATED

26,000 lb. Capacity Front 
to Rear Adapters

• Chassis contact lifting beam 
• Winged snow plow adapter
• Longer forks
• Wider carriages
• 460 or 575 volt power units
•  Automotive frame contact adapter

• Single phase power (AC)
• Double wide columns
• 28,000 lb. fork lift adapter kit
• Slope indicator
•  24,000 and 30,000 lb. capacities 

available As the truck was made to travel on all 4 rear 
tires, it should also be lifted by all 4 rear tires

s

Dual rubber 
coated steering 

wheels

TO MEET THE ONE AND ONLY NATIONAL 
SAFETY STANDARD FOR VEHICLE LIFTSAND VALIDATED

Model Shown: MP-18-030

Mohawk Lifts, LLC.
P.O. Box 110
65 Vrooman Ave
Amsterdam, NY 12010
(800) 833-2006
(518) 842-1431
FAX: (518) 842-1289
www.mohawklifts.com

AVAILABLE UNDER DISCOUNTED GOVERNMENT 
CONTRACT IN ALL 50 STATES

AU
TO

M
OTIVE LIFT INSTITU
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MEMBER

Contract # 121223-MRL

GS-07F-207AA  
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Mohawk MP-18 Specifications
MP-18 15” Forks MP-18 22” Forks 

Capacity: 
Capacity per post 18,000 lbs. 16,000 lbs.

Lifting speed: 66 sec. 66 sec.

Motor rating (per column): 2.5 H.P. 2.5 H.P.

Standard power  208/240 V or optional 440/480 V 3 phase 
requirement: (single phase option available) 

OR 24 volt DC operations 

Amperage requirement: 10 AMPS (per post AC only)

Lifting height (stroke): 67” 67”

Lifting mechanism: Direct drive hydraulic cylinders

Cylinder protection: Full steel enclosure

Clearance between  9 1/8” 8 7/8” 
carriage & vehicle: 

Carriage movement: Double sealed roller bearings

Synchronization: PLC controlled (Programmable Logic Control) 
keeps all columns synchronized

Lifting forks range: 13” to 24” wheels (wider optional)

Lifting fork height/angle: 3 1/2” and 28º 4 1/2” and 40º

Maximum tire diameter: 48” or 53” Wide Columns

Front wheels: 6” with sealed roller bearings at center

Steering system: Pallet jack mechanisim,  
handle & pressure relief valve

Mechanical safety locks: 19 positions starting at 12”

External hydraulic  Pressure compensated flow control valving
safety systems: & velocity fuses  

Electrical safety systems: Electronic sensors in each column

Floor requirement: Any hard, level surface (3º max floor slope)

Control voltage: 24 volts 24 volts

Warranty: 3 YEARS 

Available Options 
• Mobile jack stands (spring assisted) 
        Model Range Capacity per stand 
JS-3047-20/30/40 30” TO 47”  20,000, 30,000 or 40,000 
JS-4775-20/30/40 47” TO 77” 20,000, 30,000 or 40,000

Mohawk builds the best products with the finest materials, to the highest standards. Just 
compare our lifts. Our staff will assist you with any technical questions you have. We invite 
your calls.

Mohawk lifts are manufactured in compliance with the following standards: 
ALI, ANSI, ASME, AISI, ASTM, ASA, NEC, AWG, NEMA.

MEETS CURRENT NATIONAL ANSI SAFETY CODE FOR LIFTS.

Mohawk Wireless,  
DC Wired & AC Mobile Lifts

www.mohawklifts.com/specs *Specifications subject to change without notice

MOBILE COLUMN LIFTS
18,000, 24,000, 30,000 LBS. PER COLUMN CAPACITIES

s  Adjustable lifting forks available in 
either 15” or 22” lengths for flotation 
tires or super-singles to safely lift both 
dual rear tires. The truck was made to 
drive on four rear tires, it should be 
lifted by four rear tires.

Easily  
Adjustable 

Forks

5

s 19 locking positions spaced every 
3”, with ability to ‘park’ the load on the 
mechanical safety locks.

6

3 Retractable 6” 
Wheels

Shown with wider carriages for larger tires.

7

s 24 VOLT DC OPERATED LIFTS - Twin 
12 volt, deep cycle, maintenance free US 
made batteries. Each column equipped 
with a 20 amp, 110 volt battery charger 
for quickly recharging. One battery charge 
is good for 30+ cycles to still leave the 
batteries at 75% power.

Model MP-18 W (Wide)

**Dangerously over-pressurizes  rear 
tire’s maximum load rating

Other Mobile Columns
Short forks on all columns

Front
Axle

Rear
Axle

10 

s  Mohawk mobile columns are 
manufactured from 5 3/4” or 7” wide 
USA made fork lift mast sections 
(not bent sheet metal), featuring self 
lubricating cylindrical barrel bearings 
(not plastic rollers) for smooth, safe 
lifting and lowering. 

2 4

F    E    A    T    U     R     E     S
•  18,000, 24,000 or 30,000 lb. capacity columns mean Mohawk lifts vehicles
other brands won’t.

•  Column construction made of 53⁄4” or 7” USA made     shaped fork lift
channel sections. Mohawk does not use bent sheet metal for structural
integrity.

•  Carriages ride on barrel bearings for smooth steady lifting.
No plastic slide blocks or plastic rollers.

•  Larger capacities, wider carriages and custom models available
•  AC units available in standard 208/240V or optional 440/480V 3 phase
configurations available (single phase optional). AND VALIDATED

28,000 lb. Capacity 
certified fork lift 

adapter and ramps 
permit two columns 

to be used to raise 
fork lifts. 

AND VALIDATED

Certified 
28,000 lb. Capacity 

Adequate for 14,000 
lb. Fork Lift

9

MP-18 Series 
Accessory  

#MP-2200-A-001

Competitive lifts won’t engage both rear 
tires or their 22” forks reduce capacity 
to 12,000 lbs.

COLUMN COMPARISON
Mohawk Mobile Columns

Extended forks for dual rear tires

Long forks DO NOT over-pressurize 
rear tire’s maximum load rating

Front
Axle

Rear
Axle

PORTABLE, 
POWERFUL & 
PRODUCTIVE
Mohawk MP Series 
Mobile Column Lifts

MOHAWK’S MP-18/24/30 MODELS 
AVAILABLE IN WIRELESS DC, WIRED DC OR WIRED AC
MOHAWK MOBILE LIFTS – THE EASIEST COLUMNS TO MOVE!

s PLC computer controls for continuous 
synchronization of all columns. Touchscreen 
display shows operational status height, locks 
engaged (or not), inspection, cycles, each 
tech’s usage, battery condition and many 
other features.

1

8

•  Low profile fork angle for easy column positioning, especially for  
flotation tires.

•  Mix 15” & 22” fork models to safely raise all vehicles & fully contact  
both dual rear tires.

•  Mix different capacity columns for heavy ended vehicles.
•  Adjustable forks means no wheel reducer sleeves to buy, lose or slip off.

S     A     F     E     T     Y
•  Pallet jack style DUAL STEERING WHEELS lower when weight is applied
(vs. spring-loaded steering wheels which can cause columns to roll when not 
loaded.

•  19 safety lock positions spaced every 3” starting at 12”.
•  Locking pins prevent movement of adjustable lifting forks.
•  Low mounting of power units means low center of gravity, makes moving the 
columns easier vs. topple prone “top heavy” columns.

•  15” lifting forks handle wide tires or 22” long forks for raising BOTH dual rear 
tires (22” forks reduce column capacity by 2,000 lbs.)

Mohawk’s long 22” forks 
engaged both rear tires.

s Mohawk lifts easily roll on 6” rubber 
coated front steel wheels (not plastic) 
which retract, to load the weight 
on the lift & shop floor (not the lifts 
wheels and axle).s Mohawk lifts steer via large 

TWIN, rubber coated steering 
wheels which easily roll over  
expansion seams & shop debris. 
MOHAWK-THE EASIEST 
COLUMNS TO MOVE (no steel or 
plastic wheels).

Technician shown is 6’3”

(shown with optional 
communication cable reels)

22” long forks 
to engage both 

rear tires
15” standard 

forks for 
floatation tires

Notice baseplate contact 
with the floor and 

retractable front wheel

Still proudly designed, welded 
and manufactured in the U.S.A.

Americas Best Lift Investment...

DISTRIBUTED BY:

REV 9/24

Learn how our MP Mobile Column 
Lifts compare to the competition. 
mohawklifts.com/dare2compareMP

D     E     S     I     G     N
•  All columns operate together, individually or can be divided into 
multiple pairs.

•  All columns act as control columns to raise or lower vehicles.
•  67” lifting stroke for tall technicians.
•  Adjustable lifting forks accommodate the widest range of wheels from 13” to 24” 
for up to 48” diameter tires (wider carriages optional for larger tires).

•  Optional Auto Frame adapter available for passenger cars & light trucks.
•  Sealed rollers on the wheels for easy movement of the columns.
•  Hydraulic operation (no screw drives) for safe, efficient, fast & easy lifting.
•  Barrel type roller bearings on carriages for a lifetime of trouble free service (no 
plastic slide blocks or plastic rollers).

•  Manual safety over-ride permits AC columns to be lowered in a power outage 
without using hand cranks.

•  18,000, 24,000 or 30,000 lb. capacity columns.

AND VALIDATED

26,000 lb. Capacity Front 
to Rear Adapters

• Chassis contact lifting beam 
• Winged snow plow adapter
• Longer forks
• Wider carriages
• 460 or 575 volt power units
•  Automotive frame contact adapter

• Single phase power (AC)
• Double wide columns
• 28,000 lb. fork lift adapter kit
• Slope indicator
•  24,000 and 30,000 lb. capacities 

available As the truck was made to travel on all 4 rear 
tires, it should also be lifted by all 4 rear tires

s

Dual rubber 
coated steering 

wheels

TO MEET THE ONE AND ONLY NATIONAL 
SAFETY STANDARD FOR VEHICLE LIFTSAND VALIDATED

Model Shown: MP-18-030

Mohawk Lifts, LLC.
P.O. Box 110
65 Vrooman Ave
Amsterdam, NY 12010
(800) 833-2006
(518) 842-1431
FAX: (518) 842-1289
www.mohawklifts.com

AVAILABLE UNDER DISCOUNTED GOVERNMENT 
CONTRACT IN ALL 50 STATES

AU
TO

M
OTIVE LIFT INSTITU

TE

MEMBER

Contract # 121223-MRL

GS-07F-207AA  
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1 set of columns 
+  

1 set of stands 
= 

2 vehicles in the air

AND VALIDATED

s Optional chassis lifting beam permits vehicles to be raised 
by the frame, leaving the wheels hanging free. Note casters 
on beam for ease of positioning when on ground.

•  Adjustable height stands 
are available in 47–77” and 
30–47” varieties 

MOHAWK’S MOBILE JACK STANDS CHASSIS LIFTING BEAMS

•  A set of stands allows 
columns to be moved to 
a different bay and raise 
another vehicle.

Mohawk jack stands are ETL certified to 
meet the one and only recognized safety 
standard for ANSI and are available in 

20,000, 30,000 or 40,000 lb. capabilities.

Mohawk jack stands are available in 
rubber coated flat pads or optional axle 

engaging yoke pads.

s AUTO FRAME ADAPTER quickly slides 
over lifting forks & allows two columns to 
raise cars & light trucks by the frame to leave 
wheels free. 

s WING PLOW ADAPTER permits snow trucks 
to be raised without removing wing plows.

AND VALIDATED

AVAILABLE OPTIONS & ACCESSORIES

s 26,000 lb. rated front to rear bumper or frame adapter slips over the forks to allow vehicles to 
be raised front to rear by the bumpers or frame.

s Special double wide columns 
permit 1 column to raise 
either tandem axles OR a 
single rear axle

s SLOPE INDICATOR displays the floor slope
measured in degrees. Mohawk Mobile Column 
lifts can operate at up to a 3º sloped floor  
(not so on most competitive brands).

s PENDANT CONTROL allows walk around 
remote operation of all columns

AND VALIDATED

AND VALIDATEDAND VALIDATED

MP-18 Series 
Accessory  

#MP-2400-A-001

MP-Series Accessory  
#MP-2500-A-004

MP-Series Accessory  
#MP-2500-A-004

MP-18 Series 
Accessory  

#MP-1300-A-020

MP-24 Series  
Accessory  

#MP-2300-A-006

Conforms to PASE-
2014

MOBILE COLUMN TOUCHSCREEN DISPLAY SAMPLE 
SCREENS (SHOWN ON ALL COLUMNS) SCREENS (SHOWN ON ALL COLUMNS)

ESTOP HELP SCREEN EXAMPLESUPERVISOR EXAMPLE 

•  Supervi iple passwords, 
establish a maximum lifting height, and lockout time

•  Supervisor scr essible with Supervisor 
clearanc

• Sample of help screen
•  System will run only when ALL E-stops are 

released
•  Lift includes 21 different user help screens

MAINTENANCE SCREEN EXAMPLE

•  Provides service contact information, serial 
number, past and future inspection dates and 
lifting cycles

•  Additional maintenance screens provide: lift 
usage, user logins, error messages, etc.

USER EXAMPLE

•  Supervisor can access specific user data, such as total 
lifting cycles in a day, week, month and year

•  Useful for tracking individual employee usage over a 
period of time or comparing employee productivity

*Numbers in right column (travel) are measured in inches

RUN DISPLAY SCREEN EXAMPLE

AC DISPLAY

DC DISPLAY

ACTIVE POSTS SCREEN EXAMPLE

•  Prompts the user to verify that the network is
detecting the desired number of columns in use

•  Pressing “yes” allows the user to operate the lifts
upon start up

•  Displays information about the lift’s status,
current post height, battery level, total weight
on all posts, shows the load is lowered on the
mechanical locks, a help screen plus fast or slow
operation

LIFT RAISING/LIFT LOWERING

•  Graphically shows whether the lift is raising or
lowering with your choice of vehicle type (fire
engine, dump truck or transit coach)

LOCKS NOT ENGAGED SCREEN

•  Appears if the lift is raised and not lowered
completely onto the mechanical locks, an audio
signal will also beep until lowered

•  A locked lift image indicates the lift is
set on lock and has been lowered onto
the mechanical locks

2 COLUMNS DO
THE WORK OF 
4 COLUMNS ON
THE REAR

2 Double wide columns save 
time compared to using 4 

single columns on the rear 
axles

DISPLAYED ON 
ALL COLUMNS

TIRE DOLLY TD-1000
•   1,000 lb. capacity
•   High 46” lifting height & 6” side 

shifting ability makes alignment 
simple

•   Air/hydraulic operation allows for 
easy raising and lowering of dual 
tire applications

•   Tilting lift arms aid axle 
realignment and provide 
additional stability to the fully 
loaded tire dolly

•   Safety chain provided to  
secure loads

AUTO FRAME ADAPTER 



v

1 set of columns 
+  

1 set of stands 
= 

2 vehicles in the air

AND VALIDATED

s Optional chassis lifting beam permits vehicles to be raised 
by the frame, leaving the wheels hanging free. Note casters 
on beam for ease of positioning when on ground.

•  Adjustable height stands 
are available in 47–77” and 
30–47” varieties 

MOHAWK’S MOBILE JACK STANDS CHASSIS LIFTING BEAMS

•  A set of stands allows 
columns to be moved to 
a different bay and raise 
another vehicle.

Mohawk jack stands are ETL certified to 
meet the one and only recognized safety 
standard for ANSI and are available in 

20,000, 30,000 or 40,000 lb. capabilities.

Mohawk jack stands are available in 
rubber coated flat pads or optional axle 

engaging yoke pads.

s AUTO FRAME ADAPTER quickly slides 
over lifting forks & allows two columns to 
raise cars & light trucks by the frame to leave 
wheels free. 

s WING PLOW ADAPTER permits snow trucks 
to be raised without removing wing plows.

AND VALIDATED

AVAILABLE OPTIONS & ACCESSORIES

s 26,000 lb. rated front to rear bumper or frame adapter slips over the forks to allow vehicles to 
be raised front to rear by the bumpers or frame.

s Special double wide columns 
permit 1 column to raise 
either tandem axles OR a 
single rear axle

s SLOPE INDICATOR displays the floor slope
measured in degrees. Mohawk Mobile Column 
lifts can operate at up to a 3º sloped floor  
(not so on most competitive brands).

s PENDANT CONTROL allows walk around 
remote operation of all columns

AND VALIDATED

AND VALIDATEDAND VALIDATED

MP-18 Series 
Accessory  

#MP-2400-A-001

MP-Series Accessory  
#MP-2500-A-004

MP-Series Accessory  
#MP-2500-A-004

MP-18 Series 
Accessory  

#MP-1300-A-020

MP-24 Series  
Accessory  

#MP-2300-A-006

Conforms to PASE-
2014

MOBILE COLUMN TOUCHSCREEN DISPLAY
ESTOP HELP SCREEN EXAMPLESUPERVISOR SETUP EXAMPLE 

•  Supervisor can setup unique multiple passwords,
establish a maximum lifting height, and lockout time

•  Supervisor screens only accessible with Supervisor
clearance password

• Sample of help screen
•  System will run only when ALL E-stops are

released
•  Lift includes 21 different user help screens

MAINTENANCE SCREEN EXAMPLE

•  Provides service contact information, serial
number, past and future inspection dates and
lifting cycles

•  Additional maintenance screens provide: lift
usage, user logins, error messages, etc.

USER SPECIFIC DATA EXAMPLE

•  Supervisor can access specific user data, such as total
lifting cycles in a day, week, month and year

•  Useful for tracking individual employee usage over a
period of time or comparing employee productivity

*Numbers in right column (travel) are measured in inches

RUN DISPLAY SCREEN EXAMPLE

AC DISPLAY

DC DISPLAY

ACTIVE POSTS SCREEN EXAMPLE

•  Prompts the user to verify that the network is 
detecting the desired number of columns in use

•  Pressing “yes” allows the user to operate the lifts 
upon start up

•  Displays information about the lift’s status, 
current post height, battery level, total weight 
on all posts, shows the load is lowered on the 
mechanical locks, a help screen plus fast or slow 
operation

LIFT RAISING/LIFT LOWERING

•  Graphically shows whether the lift is raising or 
lowering with your choice of vehicle type (fire 
engine, dump truck or transit coach)

LOCKS NOT ENGAGED SCREEN

•  Appears if the lift is raised and not lowered 
completely onto the mechanical locks, an audio 
signal will also beep until lowered

•  A locked lift image indicates the lift is 
set on lock and has been lowered onto  
the mechanical locks

2 COLUMNS DO
THE WORK OF 
4 COLUMNS ON
THE REAR

2 Double wide columns save 
time compared to using 4 

single columns on the rear 
axles

DISPLAYED ON 
ALL COLUMNS

TIRE DOLLY TD-1000
•   1,000 lb. capacity
•   High 46” lifting height & 6” side 

shifting ability makes alignment 
simple

•   Air/hydraulic operation allows for 
easy raising and lowering of dual 
tire applications

•   Tilting lift arms aid axle 
realignment and provide 
additional stability to the fully 
loaded tire dolly

•   Safety chain provided to  
secure loads

AUTO FRAME ADAPTER 

MOBILE COLUMN TOUCHSCREEN DISPLAY SAMPLE 
SCREENS (SHOWN ON ALL COLUMNS)



v

1 set of columns 
+  

1 set of stands 
= 

2 vehicles in the air

AND VALIDATED

s Optional chassis lifting beam permits vehicles to be raised 
by the frame, leaving the wheels hanging free. Note casters 
on beam for ease of positioning when on ground.

•  Adjustable height stands 
are available in 47–77” and 
30–47” varieties 

MOHAWK’S MOBILE JACK STANDS CHASSIS LIFTING BEAMS

•  A set of stands allows 
columns to be moved to 
a different bay and raise 
another vehicle.

Mohawk jack stands are ETL certified to 
meet the one and only recognized safety 
standard for ANSI and are available in 

20,000, 30,000 or 40,000 lb. capabilities.

Mohawk jack stands are available in 
rubber coated flat pads or optional axle 

engaging yoke pads.

s AUTO FRAME ADAPTER quickly slides 
over lifting forks & allows two columns to 
raise cars & light trucks by the frame to leave 
wheels free. 

s WING PLOW ADAPTER permits snow trucks 
to be raised without removing wing plows.

AND VALIDATED

AVAILABLE OPTIONS & ACCESSORIES  & ACCESSORIES

s 26,000 lb. rated front to rear bumper or frame adapter slips over the forks to allow vehicles to 
be raised front to rear by the bumpers or frame.

s  Special double wide columns 
permit 1 column to raise 
either tandem axles OR a 
single rear axle

s SLOPE INDICATOR displays the floor slope 
measured in degrees. Mohawk Mobile Column 
lifts can operate at up to a 3º sloped floor  
(not so on most competitive brands).

s PENDANT CONTROL allows walk around 
remote operation of all columns

AND VALIDATED

AND VALIDATEDAND VALIDATED

MP-18 Series 
Accessory  

#MP-2400-A-001

MP-Series Accessory  
#MP-2500-A-004

MP-Series Accessory  
#MP-2500-A-004

MP-18 Series 
Accessory  

#MP-1300-A-020

MP-24 Series  
Accessory  

#MP-2300-A-006

Conforms to PASE-
2014

MOBILE COLUMN TOUCHSCREEN DISPLAY SAMPLE SCREENS (SHOWN ON ALL COLUMNS)

E-STOP HELP SCREEN EXAMPLESUPERVISOR SETUP EXAMPLE 

•  Supervisor can setup unique multiple passwords, 
establish a maximum lifting height, and lockout time

•  Supervisor screens only accessible with Supervisor 
clearance password

• Sample of help screen
•  System will run only when ALL E-stops are 

released
•  Lift includes 21 different user help screens

MAINTENANCE SCREEN EXAMPLE

•  Provides service contact information, serial 
number, past and future inspection dates and 
lifting cycles

•  Additional maintenance screens provide: lift 
usage, user logins, error messages, etc.

USER SPECIFIC DATA EXAMPLE

•  Supervisor can access specific user data, such as total 
lifting cycles in a day, week, month and year

•  Useful for tracking individual employee usage over a 
period of time or comparing employee productivity

*Numbers in right column (travel) are measured in inches

RUN DISPLAY SCREEN EXAMPLE

AC DISPLAY

DC DISPLAY

ACTIVE POSTS SCREEN EXAMPLE

•  Prompts the user to verify that the network is 
detecting the desired number of columns in use

•  Pressing “yes” allows the user to operate the lifts 
upon start up

•  Displays information about the lift’s status, 
current post height, battery level, total weight 
on all posts, shows the load is lowered on the 
mechanical locks, a help screen plus fast or slow 
operation

LIFT RAISING/LIFT LOWERING

•  Graphically shows whether the lift is raising or 
lowering with your choice of vehicle type (fire 
engine, dump truck or transit coach)

LOCKS NOT ENGAGED SCREEN

•  Appears if the lift is raised and not lowered 
completely onto the mechanical locks, an audio 
signal will also beep until lowered

•  A locked lift image indicates the lift is 
set on lock and has been lowered onto  
the mechanical locks

2 COLUMNS DO 
THE WORK OF 
4 COLUMNS ON 
THE REAR

2 Double wide columns save 
time compared to using 4 

single columns on the rear 
axles

DISPLAYED ON 
ALL COLUMNS

TIRE DOLLY TD-1000

•   1,000 lb. capacity
•   High 46” lifting height & 6” side 

shifting ability makes alignment 
simple

•   Air/hydraulic operation allows for 
easy raising and lowering of dual 
tire applications

•   Tilting lift arms aid axle 
realignment and provide 
additional stability to the fully 
loaded tire dolly

•   Safety chain provided to  
secure loads

AUTO FRAME ADAPTER 



v

1 set of columns 
+  

1 set of stands 
= 

2 vehicles in the air

AND VALIDATED

s Optional chassis lifting beam permits vehicles to be raised 
by the frame, leaving the wheels hanging free. Note casters 
on beam for ease of positioning when on ground.

•  Adjustable height stands
are available in 47–77” and
30–47” varieties

MOHAWK’S MOBILE JACK STANDS CHASSIS LIFTING BEAMS

•  A set of stands allows
columns to be moved to
a different bay and raise
another vehicle.

Mohawk jack stands are ETL certified to 
meet the one and only recognized safety 
standard for ANSI and are available in 

20,000, 30,000 or 40,000 lb. capabilities.

Mohawk jack stands are available in 
rubber coated flat pads or optional axle 

engaging yoke pads.

s AUTO FRAME ADAPTER quickly slides 
over lifting forks & allows two columns to 
raise cars & light trucks by the frame to leave 
wheels free. 

s WING PLOW ADAPTER permits snow trucks 
to be raised without removing wing plows.

AND VALIDATED

s 26,000 lb. rated front to rear bumper or frame adapter slips over the forks to allow vehicles to 
be raised front to rear by the bumpers or frame.

s

permit 1 column to raise 
either tandem axles OR a 
single rear axle

s SLOPE INDICATOR displays the floor slope
measured in degrees. Mohawk Mobile Column 
lifts can operate at up to a 3º sloped floor  
(not so on most competitive brands).

s PENDANT CONTROL allows walk around 
remote operation of all columns

AND VALIDATED

AND VALIDATEDAND VALIDATED

MP-18 Series 
Accessory  

#MP-2400-A-001

MP-Series Accessory  
#MP-2500-A-004

MP-Series Accessory  
#MP-2500-A-004

MP-18 Series 
Accessory  

#MP-1300-A-020

MP-24 Series  
Accessory  

#MP-2300-A-006

Conforms to PASE-
2014

MOBILE COLUMN TOUCHSCREEN DISPLAY SAMPLE SCREENS (SHOWN ON ALL COLUMNS)

E-STOP HELP SCREEN EXAMPLESUPERVISOR SETUP EXAMPLE 

•  Supervisor can setup unique multiple passwords, 
establish a maximum lifting height, and lockout time

•  Supervisor screens only accessible with Supervisor 
clearance password

• Sample of help screen
•  System will run only when ALL E-stops are 

released
•  Lift includes 21 different user help screens

MAINTENANCE SCREEN EXAMPLE

•  Provides service contact information, serial 
number, past and future inspection dates and 
lifting cycles

•  Additional maintenance screens provide: lift 
usage, user logins, error messages, etc.

USER SPECIFIC DATA EXAMPLE

•  Supervisor can access specific user data, such as total 
lifting cycles in a day, week, month and year

•  Useful for tracking individual employee usage over a 
period of time or comparing employee productivity

*Numbers in right column (travel) are measured in inches

RUN DISPLAY SCREEN EXAMPLE

AC DISPLAY

DC DISPLAY

ACTIVE POSTS SCREEN EXAMPLE

•  Prompts the user to verify that the network is 
detecting the desired number of columns in use

•  Pressing “yes” allows the user to operate the lifts 
upon start up

•  Displays information about the lift’s status, 
current post height, battery level, total weight 
on all posts, shows the load is lowered on the 
mechanical locks, a help screen plus fast or slow 
operation

LIFT RAISING/LIFT LOWERING

•  Graphically shows whether the lift is raising or 
lowering with your choice of vehicle type (fire 
engine, dump truck or transit coach)

LOCKS NOT ENGAGED SCREEN

•  Appears if the lift is raised and not lowered 
completely onto the mechanical locks, an audio 
signal will also beep until lowered

•  A locked lift image indicates the lift is 
set on lock and has been lowered onto  
the mechanical locks

2 COLUMNS DO
THE WORK OF 
4 COLUMNS ON
THE REAR

2 Double wide columns save 
time compared to using 4 

single columns on the rear 
axles

DISPLAYED ON 
ALL COLUMNS

TIRE DOLLY TD-1000

•   1,000 lb. capacity
•   High 46” lifting height & 6” side

shifting ability makes alignment
simple

•   Air/hydraulic operation allows for
easy raising and lowering of dual
tire applications

•   Tilting lift arms aid axle
realignment and provide
additional stability to the fully
loaded tire dolly

•   Safety chain provided to
secure loads

AUTO FRAME ADAPTER 

AVAILABLE OPTIONS & ACCESSORIES



MP-18 SPECIFICATIONS

specifications subject to change without notice
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Mohawk MP-18 Specifications
MP-18 15” Forks MP-18 22” Forks 

Capacity: 
Capacity per post 18,000 lbs. 16,000 lbs.

Lifting speed: 66 sec. 66 sec.

Motor rating (per column): 2.5 H.P. 2.5 H.P.

Standard power  208/240 V or optional 440/480 V 3 phase 
requirement: (single phase option available) 

OR 24 volt DC operations 

Amperage requirement: 10 AMPS (per post AC only)

Lifting height (stroke): 67” 67”

Lifting mechanism: Direct drive hydraulic cylinders

Cylinder protection: Full steel enclosure

Clearance between  9 1/8” 8 7/8” 
carriage & vehicle: 

Carriage movement: Double sealed roller bearings

Synchronization: PLC controlled (Programmable Logic Control) 
keeps all columns synchronized

Lifting forks range: 13” to 24” wheels (wider optional)

Lifting fork height/angle: 3 1/2” and 28º 4 1/2” and 40º

Maximum tire diameter: 48” or 53” Wide Columns

Front wheels: 6” with sealed roller bearings at center

Steering system:  Pallet jack mechanisim,  
handle & pressure relief valve

Mechanical safety locks: 19 positions starting at 12”

External hydraulic   Pressure compensated flow control valving
safety systems: & velocity fuses  

Electrical safety systems:  Electronic sensors in each column

Floor requirement:  Any hard, level surface (3º max floor slope)

Control voltage: 24 volts 24 volts

Warranty:  3 YEARS 

Available Options 
• Mobile jack stands (spring assisted) 
        Model Range Capacity per stand 
JS-3047-20/30/40 30” TO 47”  20,000, 30,000 or 40,000 
JS-4775-20/30/40 47” TO 77” 20,000, 30,000 or 40,000

Mohawk builds the best products with the finest materials, to the highest standards. Just 
compare our lifts. Our staff will assist you with any technical questions you have. We invite 
your calls.

Mohawk lifts are manufactured in compliance with the following standards: 
ALI, ANSI, ASME, AISI, ASTM, ASA, NEC, AWG, NEMA.

MEETS CURRENT NATIONAL ANSI SAFETY CODE FOR LIFTS.

Mohawk Wireless,  
DC Wired & AC Mobile Lifts

www.mohawklifts.com/specs *Specifications subject to change without notice

MOBILE COLUMN LIFTS
18,000, 24,000, 30,000 LBS. PER COLUMN CAPACITIES

s Adjustable lifting forks available in 
either 15” or 22” lengths for flotation 
tires or super-singles to safely lift both 
dual rear tires. The truck was made to 
drive on four rear tires, it should be 
lifted by four rear tires.

Easily  
Adjustable 

Forks

5

s 19 locking positions spaced every 
3”, with ability to ‘park’ the load on the 
mechanical safety locks.

6

3 Retractable 6” 
Wheels

Shown with wider carriages for larger tires.

7

s 24 VOLT DC OPERATED LIFTS - Twin 
12 volt, deep cycle, maintenance free US 
made batteries. Each column equipped 
with a 20 amp, 110 volt battery charger 
for quickly recharging. One battery charge 
is good for 30+ cycles to still leave the 
batteries at 75% power.

Model MP-18 W (Wide)

**Dangerously over-pressurizes  rear 
tire’s maximum load rating

Other Mobile Columns
Short forks on all columns

Front
Axle

Rear
Axle

10 

s Mohawk mobile columns are 
manufactured from 5 3/4” or 7” wide 
USA made fork lift mast sections 
(not bent sheet metal), featuring self 
lubricating cylindrical barrel bearings 
(not plastic rollers) for smooth, safe 
lifting and lowering. 

2 4

F    E    A    T    U     R     E     S
•  18,000, 24,000 or 30,000 lb. capacity columns mean Mohawk lifts vehicles 
other brands won’t.

•  Column construction made of 53⁄4” or 7” USA made shaped fork lift 
channel sections. Mohawk does not use bent sheet metal for structural 
integrity.

•  Carriages ride on barrel bearings for smooth steady lifting. 
No plastic slide blocks or plastic rollers.

•  Larger capacities, wider carriages and custom models available 
•  AC units available in standard 208/240V or optional 440/480V 3 phase 
configurations available (single phase optional). AND VALIDATED

28,000 lb. Capacity 
certified fork lift 

adapter and ramps 
permit two columns 

to be used to raise 
fork lifts. 

AND VALIDATED

Certified 
28,000 lb. Capacity 

Adequate for 14,000 
lb. Fork Lift

9

MP-18 Series 
Accessory  

#MP-2200-A-001

Competitive lifts won’t engage both rear 
tires or their 22” forks reduce capacity 
to 12,000 lbs.

COLUMN COMPARISON
Mohawk Mobile Columns

Extended forks for dual rear tires

Long forks DO NOT over-pressurize 
rear tire’s maximum load rating

Front
Axle

Rear
Axle

PORTABLE, 
POWERFUL & 
PRODUCTIVE
Mohawk MP Series 
Mobile Column Lifts

MOHAWK’S MP-18/24/30 MODELS 
AVAILABLE IN WIRELESS DC, WIRED DC OR WIRED AC
MOHAWK MOBILE LIFTS – THE EASIEST COLUMNS TO MOVE!

s PLC computer controls for continuous 
synchronization of all columns. Touchscreen 
display shows operational status height, locks 
engaged (or not), inspection, cycles, each 
tech’s usage, battery condition and many 
other features.

1

8

•  Low profile fork angle for easy column positioning, especially for  
flotation tires.

•  Mix 15” & 22” fork models to safely raise all vehicles & fully contact  
both dual rear tires.

•  Mix different capacity columns for heavy ended vehicles.
•  Adjustable forks means no wheel reducer sleeves to buy, lose or slip off.

S     A     F     E     T     Y
•  Pallet jack style DUAL STEERING WHEELS lower when weight is applied
(vs. spring-loaded steering wheels which can cause columns to roll when not 
loaded.

•  19 safety lock positions spaced every 3” starting at 12”.
•  Locking pins prevent movement of adjustable lifting forks.
•  Low mounting of power units means low center of gravity, makes moving the 
columns easier vs. topple prone “top heavy” columns.

•  15” lifting forks handle wide tires or 22” long forks for raising BOTH dual rear 
tires (22” forks reduce column capacity by 2,000 lbs.)

Mohawk’s long 22” forks 
engaged both rear tires.

s Mohawk lifts easily roll on 6” rubber 
coated front steel wheels (not plastic) 
which retract, to load the weight 
on the lift & shop floor (not the lifts 
wheels and axle).s Mohawk lifts steer via large 

TWIN, rubber coated steering 
wheels which easily roll over  
expansion seams & shop debris. 
MOHAWK-THE EASIEST 
COLUMNS TO MOVE (no steel or 
plastic wheels).

Technician shown is 6’3”

(shown with optional 
communication cable reels)

22” long forks 
to engage both 

rear tires
15” standard 

forks for 
floatation tires

Notice baseplate contact 
with the floor and 

retractable front wheel

Still proudly designed, welded 
and manufactured in the U.S.A.

Americas Best Lift Investment...

DISTRIBUTED BY:

REV 9/24

Learn how our MP Mobile Column 
Lifts compare to the competition. 
mohawklifts.com/dare2compareMP

D     E     S     I     G     N
•  All columns operate together, individually or can be divided into 
multiple pairs.

•  All columns act as control columns to raise or lower vehicles.
•  67” lifting stroke for tall technicians.
•  Adjustable lifting forks accommodate the widest range of wheels from 13” to 24” 
for up to 48” diameter tires (wider carriages optional for larger tires).

•  Optional Auto Frame adapter available for passenger cars & light trucks.
•  Sealed rollers on the wheels for easy movement of the columns.
•  Hydraulic operation (no screw drives) for safe, efficient, fast & easy lifting.
•  Barrel type roller bearings on carriages for a lifetime of trouble free service (no 
plastic slide blocks or plastic rollers).

•  Manual safety over-ride permits AC columns to be lowered in a power outage 
without using hand cranks.

•  18,000, 24,000 or 30,000 lb. capacity columns.

AND VALIDATED

26,000 lb. Capacity Front 
to Rear Adapters

• Chassis contact lifting beam 
• Winged snow plow adapter
• Longer forks
• Wider carriages
• 460 or 575 volt power units
•  Automotive frame contact adapter

• Single phase power (AC)
• Double wide columns
• 28,000 lb. fork lift adapter kit
• Slope indicator
•  24,000 and 30,000 lb. capacities 

available As the truck was made to travel on all 4 rear 
tires, it should also be lifted by all 4 rear tires

s

Dual rubber 
coated steering 

wheels

TO MEET THE ONE AND ONLY NATIONAL 
SAFETY STANDARD FOR VEHICLE LIFTSAND VALIDATED

Model Shown: MP-18-030

Mohawk Lifts, LLC.
P.O. Box 110
65 Vrooman Ave
Amsterdam, NY 12010
(800) 833-2006
(518) 842-1431
FAX: (518) 842-1289
www.mohawklifts.com

AVAILABLE UNDER DISCOUNTED GOVERNMENT 
CONTRACT IN ALL 50 STATES

AU
TO

M
OTIVE LIFT INSTITU

TE

MEMBER

Contract # 121223-MRL

GS-07F-207AA  




