MOHAWK P/N: ZZ1454—A—100
O/H BEAM ASSY FOR MOHAWK LIFT MODELS
SYSTEM IA—10 & LC—-12 SERIES:

OVERHEAD
BEAM

USE OF THIS BEAM ASSEMBLY PERMITS INSTALLATION OF THESE LIFTS ON
LOWER SPECIFICATION CONCRETE FLOORS.

SYSTEM IA—-10:
STANDARD REQUIREMENT W/O OVERHEAD BEAM: 4 % THK, 4000 PSI
REQUIREMENT WITH OVERHEAD BEAM: 4 % THK, 3250 PSI

LC—12 & LC—12—-3SA:
STANDARD REQUIREMENT W/O OVERHEAD BEAM: 6 % THK, 4000 PSI
REQUIREMENT WITH OVERHEAD BEAM: 6 % THK, 3250 PSI

OR 4 % THK, 4000 PsI

OVERHEAD
SHUTOFF

CABLE
NOTE: CONTINUOUS CONCRETE SLABS TO BE FREE OF DEFECTS AND

CRACKS, PROVIDE PROPER ANCHOR EDGE DISTANCE TO SEAMS,
AND HAVE A MINIMUM OF 6X6 WIRE MESH REINFORCEMENT.
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